PUBLIC MEETING/OPEN HOUSE
July 24, 2012

P 0044(149)40 - PCN 6925 — Pennington County

SD Highway 44 (Jackson Boulevard)
from Chapel Lane to Rapid Creek

Grading, Curb & Gutter, Storm Sewer,
Roadway Lighting, Traffic Signals and PCC Pavement

Mark Leiferman
Road Design Chief Engineer
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BACKGROUND INFORMATION

= QOriginally constructed in 1963
= Concrete Pavement repairs in 1992, 1999 and 2011.
= Pavement in poor condition

= Current Traffic (2011): 11,000 vehicles/day
* Projected Traffic (2031): 13,500 vehicles/day
= Truck Traffic: 4.3 %

»= Posted Speed Limit 35 mph



ACCIDENT HISTORY
(2009-2011)

Total Accidents: 25
Rear End Accidents 3
Angled Intersection Accidents 17
Fixed Object Accidents 2
Other 3
Accident Rate 2.25
U-P-A Statewide Average 2.23



PROPOSED DESIGN

= Replace deteriorating concrete pavement
* [ncrease lane widths from 10’ to 11’

= Improve storm sewer drainage

= Design for ADA Compliance

= Access management to improve safety

= Roadway Lighting and Traffic Signals

= City Utilities — Water and Sanitary Sewer



PROPOSED DESIGN
Pedestrians and Bicycles

= 8 wide boulevard where possible and 5’ sidewalk

= /" wide curbside sidewalk (minimize impacts)

= 5’ Bike Lane (includes gutter)
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ADVANTAGES OF PROPOSED DESIGN

= 11’ lanes vs. 12’ lanes

= parrower lanes "calm” traffic without affecting
safety

= |less impact to private property
= saves taxpayer money

= Improved storm drain system will remove water from
the road more efficiently

= Eliminate point discharges into Rapid Creek



Right of Way (ROW)

= Minimal ROW acquisition

= A few locations will require ROW for ADA curb ramps
and storm sewer

* Temporary Easements for construction

= Access Management to improve safety and efficiency
of the highway
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ENVIRONMENTAL, SOCIAL &
ECONOMIC IMPACTS

= Minimal Impacts to 4(f) and 6(f) property
= 4(f) Parks
» 6(f) Land Water Conservation Fund
= Type of work

= Storm sewer outlets/sanitary sewer
= Sidewalk/bike path
= |nslope fill



CONSTRUCTION

* Phased
= Access maintained
= Future meetings for traffic sequencing
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CITY OF RAPID CITY
IMPROVEMENTS

e Replace water & sewer along most of the project.

e |mprove fire protection.
e Extend water mains to all property frontage.

 Add storm water quality features to protect Rapid
Creek.

 Protect the cold water fishery.
e Reduce sediment in creek.



NEW WATER MAIN
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STORM WATER QUALITY AREAS




ANTICIPATED SCHEDULE

Public Meeting
_andowners Meeting

~Inal Design

_and appraisal/negotiation
Construction

Estimated Construction Cost

July 24, 2012

Fall 2012

Winter 2012/2013
Mid/Late 2013
2014

$ 7.8 Million



-
CONTACTS

CITY of RAPID CITY

Michelle Schweitzer, Project Manager
394-4154

FMG ENGINEERING

Jason Pettyjohn, Project Engineer
342-4105



QUESTIONS OR COMMENTS

Comment Forms or Letters to:

Michael Jacobson
SDDOT
700 E Broadway Ave
Pierre SD, 57501

Michael.Jacobson@state.sd.us

http://sddot.com/dot/publicmeetings/default.aspx

Please provide comments by August 7, 2012



