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Project Description 
SD34 From 0.2 mi East of SD79, East 8 mi 

 

Shoulder Widening, Mill & AC Resurfacing & 
Replace Structure (RCBC) Over Cottle Ck 
 

Cost – $5.796 M 
 

Gross Length – 7.9 miles 
 

Net Length – 6.6 miles 





Why are we here? 

To involve public in the design process 
 

 

To discuss what SDDOT envisions for the 
shoulder widening and intersection 
improvements on SD34 
 

 

Exchange ideas – listen and discuss 
concerns 
 



Existing Conditions (SD34) 

2 – 12’ Traffic Lanes 
 

2’ paved shoulders  
 

Right of Way (ROW) width = 150’(majority) 
 

Average Daily Traffic – 700 
O 20 year projection – 810 
O Rally traffic ~20,000 

 



Crash Data   2010-2012 
 Weighted Rate – 6.43 (1.74 State Average) 

 

 Weighted Rate excluding crashes during the rally – 3.46 
 

 Weighted Rate excluding crashes during the rally and 
animals– 0.82 
 
 

 Total Crashes = 23 (13 Injury) 
O 14 Animal Crashes 
O 6 crashes during rally 

 5 involved motorcycles 
 

 Alkali Rd/131 Ave (Buffalo Chip Intersection) 
O 4 crashes 

       
  

 
 



SD34 Shoulder Widening 
Proposed Shoulder Width – 6’ 

 

Ditch Sideslopes – 4:1 
 

Drainage Structures – 30’ clear zone 
 

Possible Intersection Improvements – Alkali 
Rd/131 Ave 



Bridges 
1 Bridge Replacement with this project 

O Cottle Creek 
O Likely replaced with a Box Culvert 

 

1 Bridge Replacement in a separate project 
O 2014 (Project P 0034(143)44  PCN 02AB) 
O Highway realignment with this project 

 
 

 



Encroachments 

Encroachments within the public Right of Way 
need to be addressed prior to Construction 
 

O Federal Highway Regulations 
O Safety 
O Consistency Statewide 



Right of Way 

Existing ROW width is 75’ each side of centerline 
 

Other than skewed intersecting road intersections 
and the Alkali Rd/131st Ave intersection, 
temporary construction easements are 
anticipated 
 

 



Intersection of Alkali Rd & 131st Ave 

Sight Distance 
 

 Intersections are 
too close together 

 
 

 



Intersection Crash Trend 
 WB vehicle turning in front of EB vehicle 
 1 of this type every year except 1, from 2007-2012           

(6 year analysis) 
O All during rally 

 
14 total crashes 
    (last 6 years)  



Option 1 



Option 2 



Option 3 



Option 4 



What’s Next - 



 



Design Review with 
Landowners 

Approximately 1 to 1.5 years from now 
 

Applicable to all affected Landowners 
 

You will be contacted by SDDOT 
 

Discuss your property  
O Design details such as driveway location and 

width, landscaping features, etc. 
 



Right of Way Office 
Appraisals 

O Start in ~1.5 - 2 years 
 

Negotiations 
O Start in ~2 -2.5  years  
 



Construction/Sequencing 
Public Meetings regarding traffic impacts in 

2016 
 

Construction in 2017  
O Pending Funding & Scheduling 
O 1 construction season anticipated 

 
 

Traffic maintained through project – 1 lane 
O Pilot car and delays anticipated 

 
 

 



Website (project information) 
O http://sddot.com/dot/publicmeetings/pubmeet_sd34Stur

gis.aspx  
 

Written Comments Due Fri. July 19, 2013 
O Mail - 700 E Broadway Ave Pierre, SD 57501 
O Email – mark.malone@state.sd.us 
O Also accepted at this meeting 
 

mailto:mark.malone@state.sd.us


Questions? 
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