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Method for Field Determination of the Daily Asphalt Binder Content 
 

 

1. Scope: 
 

This test covers the procedure for calculating the daily asphalt binder content for an 
asphalt hot mix plant. 

 

2. Apparatus: 
 

2.1 Furnished charts showing the capacity per fractions of an inch for each oil 
storage tank. 

 
2.2 A measuring device to measure the amount of asphalt in the storage tank.  A 

calibrated stick or tape measure. 
 

NOTE:  The asphalt storage tanks must be level and remain level for 

 measurements to be reliable. 
 

3. Procedure: 
 

3.1 Measure the depth and take the temperature of the asphalt binder in the 
storage tank or tanks before the plant starts to produce hot mix. 

 
3.2 Determine the number of gallons of asphalt binder at the storage temperature 

from the charts furnished for the storage tank capacity.  Convert this gallon 
quantity to a weight quantity in pounds by using one of the formulas on the 
back of form DOT-89. (Figure 1)  These formulas are used to determine the 
weight per gallon of asphalt binder at a particular temperature by using a 

multiplier for correcting oil volumes to the basis of 60 F. Multiply the weight 
per gallon of asphalt binder at the storage temperature by the number of 
gallons and divide by 2,000 lbs. to get the tons of asphalt binder in the 
storage tank. 

 

The weight per gallon of asphalt binder at 60 F and/or the specific gravity of 
the asphalt binder can be found on the Certificate of Compliance or weight 
ticket furnished with each load of asphalt binder delivered to the project. 

 
3.3 Add up the weight in tons of the truckloads of asphalt binder added to the 

storage tanks during the day. 
 
3.4 Measure the depth and take the temperature of the asphalt binder in the 

storage tank or tanks after the plant finishes producing hot mix. 
 

3.5 Convert the gallons of asphalt binder to tons by using the same procedure as 
used in 3.2 above. 

 
3.6 Record the weight of all hot mix produced by the plant in tons. 
 



SD 314 

Page 2 

mso.mat 9-16 

4. Report: 
 

4.1 Calculate the daily asphalt binder content in the following manner to the 
nearest 0.01% on a DOT-89. 

 
Daily asphalt binder content = (A + B - C) x 100 

 D 
 

A = Tons of asphalt binder in the storage tanks at the start of 
the day. 

 
B = Tons of asphalt binder added to storage tanks during the  

day. 
 
C = Tons of asphalt binder in the storage tanks at the end of the day. 
 
D = Tons of hot mix produced during the day. 

 
4.2 Report the daily asphalt binder content to one decimal place. 

 

5. References: 
 

DOT-66 
DOT-89 
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DETERMINING POUNDS OF BITUMEN PER GALLON 

 

1. _________________ X _____________ = X 8.328 (1) = ______________ lbs. of Bitumen

 per 

Spec. Gravity of Bitumen  Temp. Factor  

Gallon @ temperature 

 

2.                      8.4196                     X                0.9146                  =       7.70    lbs. of Bitumen

 per 

Wt./Gal. @ 60ºF  Temp. Factor   

 Gallon @ temperature 

 

Temp. ºF Factor 

225 0.9436 

230 0.9419 

235 0.9402 

240 0.9385 

245 0.9369 

250 0.9352 

255 0.9336 

260 0.9319 

265 0.9302 

270 0.9286 

275 0.9269 

280 0.9253 

285 0.9236 

290 0.9220 

295 0.9204 

300 0.9187 

305 0.9171 

310 0.9154 

315 0.9138 

320 0.9122 

325 0.9105 

330 0.9089 

335 0.9073 

340 0.9057 

345 0.9040 

350 0.9024 

 

(Table for converting pounds of bitumen per gallon – Applicable for DOT-89 & DOT-66) 
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